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Sample Browser (Proxy) Client Configuration

Proxy Configuration, Internet Explorer Example

From the Tools 

menu 

(preferences in 

Netscape and 

some other 

browsers) Select 

Internet Options

Select the 

Connections Tab 

(Some browsers 

call this the 

advanced/proxy 

configuration 

tab).

Then (in Internet 

Explorer) Select 

LAN Settings.

There are 

basically two 

different methods 

used to select a 



proxy. Manual 

and automatic 

configuration.

Automatic 

configuration 

scripts (PAC 

files) can be used 

to select a proxy, 

backup proxy, 

and even direct 

in case of a 

failure. The .pac 

files that ICN 

uses also load 

balances. Each of 

these .pac files 

can be pointed to 

directly or 

(suggested) 

copied to a local 

web server for 

more robust 

access. This is 

the best option, 

since if a proxy 

goes down, a 

backup is 

preselected. 

Additionally, if 

the proxy data 

changes, one file 

at the web server 

can be modified 

and all users 

machines are 

affected after the 

browser is closed 

and re-opened.

Manual (The 

lower option) 

allows users to 

manually specify 

the proxy that 

they wish to use. 

This is not 



recommended, as 

it results in 

manually 

entering this field 

into the browser 

each time that the 

proxy 

changes/fails, 

etc.

Don't use both 

options, and if 

you have the 

opportunity to 

choose, the 

autoconfiguration 

script with a 

locally 

hosted .pac file is 

the best choice. 

Here are 

some .pac files 

that we use, as 

well as some 

additional 

samples.


